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What's Included

Powering DSP Development

by EWA Technologies, Inc.

™

USB200 Emulator Pod
(with 6 inch, 20-pin cTI JTAG Ribbon Cable)

20-pin cTl to 14-pin TI JTAG Pin Converter
20-pin cTl to 10-pin ARM JTAG Pin Converter
20-pin cTl to 20-pin ARM JTAG Pin Converter
USB Cable

Quick Start Guide

Warranty and Product Registration Information

Blackhawk USB200
JTAG Emulator balancing Low Cost with Performance

Features

Protocols: IEEE1149.1 (JTAG), IEEE1149.7 (¢JTAG) as well as ARM's Serial Wire
Debug (SWD) and Serial Wire Output (SWO)

Target voltage: from +1.5V to 4.1V

Plug n' Play USB Host Interface

Bus powered, no external power required
Two Status LEDs

Debug features: Emulation Connect/Disconnect, Read/Write memory, Read
registers, Load program, Run, Halt, Step, Software and Hardware Breakpoint
support, Real-Time Mode

JTAG reset/wait-in-reset boot modes using the two EMU pins sampled by the
NnTRST pin

Supported by Code Composer Studio v5.2 and later
Driver support for Windows® and Linux

Supported Texas Instruments Devices

OMAP™ Application Processors e (C5000™ Low Power DSPs
Sitara™ e (28xxx Digital Control Processors
Stellaris™ o ARM® Cortex™A/R/M
DaVinci™ Video Processors Microprocessors
C64x+ DSPs e O66AK2x multicore
DSP + Arm® i TEXAS
C66X DSPS Processors INSTRUMENTS
C674x DSPs Design Network
e Many More
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The Blackhawk USB200 JTAG Emulator
(USB200) is a TI XDS200-class emulator that is
small, lightweight and portable. The USB200
product is compatible with the TI XDS2xx
reference design and Tl part number
TMDSEMUZ200-U.

The USB200 offers an excellent balance of
performance and price placing it in between
the super low cost XDS100 and high
performance XDS560 class emulators. The
USB200 is compatible with Code Composer
Studio IDE (CCS) v5.2 and later.

The USB200 XDS debug probe supports the
compact Tl 20-pin JTAG header and voltage
ranges from 1.5 to 4.1v. The USB host port
permits communications with the host PC
and two LEDs give operational status.

The USB200 supports the TI UniFlash™
programming utility and CCS DSS Scripting.

Blackhawk also has available an optional
Isolation Adapter that protects from ground
loop voltage, harsh environments and new,
untested designs. Supports 3.3-5.0v targets
with TI 14-pin and ¢TI 20-pin connections.

Blackhawk Advanced JTAG Emulators are
available from a worldwide network of
industry resellers and distributors.

Ordering Information

Blackhawk Part Number - BH-USB-200

For more information, or to order this
product online, please visit our website at
www.blackhawk-dsp.com.com

Learn More: For more information about Blackhawk products, please visit www.blackhawk-dsp.com
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